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A Thermal Model of Laser Absorption

Dustin G. Mixon and William P. Roach*

Air Force Research Laboratory, Human Effectiveness Directorate, Directed Energy Bioeffects
Division, Radiofrequency Radiation Branch, Brooks City-Base, TX 78235

ABSTRACT

We give a closed-form expression for the temperature change induced by exposure to a
continuous wave Gaussian laser under the assumption that no heat transfer occurs in the
biological tissue. An explicit dependence of temperature change on fluence is established.
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1. INTRODUCTION

The primary measure of laser absorption is the resulting change in temperature. Currently,
models that calculate the thermal response of tissue to laser sources tend to employ numerical
methods, which employ either the power density (W-m-3) or specific absorption rate (SAR)
(W-kg -') information of the tissue. The Takata thermal model' is usually evoked to predict the
tissue's thermal damage from temperature change, which relies upon the Pennes bioheat
equation3. Green's formalism ° is used to solve this nonhomogeneous partial differential
equation, and the solution tends to accurately depict the temperature rise in tissue.

Considering its applicability, a closed-form source term for the Pennes bioheat equation is
desired. It is natural to employ the far field assumption for Gaussian-distributed laser beams
(TEMOO). This leads to a plane wave expression, given by applying both a spherical wave
approximation and the Helmholtz formalism, while maintaining a classical characterization of

5-10the wave vector in terms of the material properties of the media of propagation
In sum, we are interested in describing the change in tissue temperature that is induced by a

Gaussian laser beam. This paper will limit its scope to the continuous wave case. Assuming no
conductive or convective heat transfer effects exist within the tissue, we will first give the
specific temperature change that that is induced by the Gaussian laser beam.

2. SPECIFIC TEMPERATURE CHANGE
.3

Tissue temperature is commonly modeled according to the Pennes bioheat equation 3,

&T
o6-5 =- -V (,;VT) - pb Cbj(T - To) + qh + Pd
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Here, p (kg-m-3) and C (J-l-K-1) are the density and heat capacity of the tissue, respectively,
and Pb and Cb are the same values for blood. Further, T (K) is the temperature of blood in large
arteries andj (s-l) is the blood flow rate, that is, the rate at which a volume of blood traverses a
volume of tissue over time. Finally, K (W.m - -K- ) is the tissue thermal conductivity, qh (W'm -3)
denotes the heating due to metabolic processes, and Pd (W-m -3) similarly denotes heating due to
external processes, in this case, laser exposure.

Solving this partial differential equation for the specific temperature function can be quite
arduous, and so the common modeling technique is that of computer-based discretization. In this
work, however, we will attempt to find a closed-form expression for tissue temperature. In doing
so, we will assume that conductive and convective heat transfers, as well as metabolic heating,
are negligible. This leaves the expression of temperature in terms of the power density induced
by irradiating the tissue:

aC T
p5- = Pr,

2.1 Power Density Induced by Delivered Intensity

Let us consider laser radiation with planer wave fronts. Further, suppose the radiation's direction
of propagation is orthogonal to a half-space of semi-infinite homogeneous material. We will
now determine the power density of interest in terms of the emitted intensity.

We define a cylindrical coordinate system according to our half-space. In particular, z (in)
represents depth into the material, so that z=O at the surface and z>O inside the material. Further,
r (m) represents the transverse distance, that is, the distance from the beam axis. Let 1(r) denote
the specific intensity of laser at r meters from the beam axis. Then Beer's Law gives the specific
power density in terms of the material's absorption coefficient a (mn-

Pd(",.;-) = crt(r)')e.

2.2 Top-Hat and Gaussian Intensity Profiles

Section 2.1 gives us the relation between the delivered intensity, which is assumed symmetric
about the beam axis, and the power density. One such intensity profile, called the top-hat profile,
is particularly useful in certain computer modeling applications. In this profile, the delivered
power is uniformly distributed on a disk centered at the beam axis with some radius R. We
therefore have the delivered intensity, written in terms of the total power emitted P (W),

{ - for r < R

0 forr > R

Let us now consider a more natural intensity profile, Gaussian. We assume that the
penetration depth into the material is significantly less than the Rayleigh range. With this
assumption, Saleh and Teich l° model the emitted intensity of a Gaussian beam by
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where P is the total power emitted and w is the waist radius.

2.3 On Fluence

We submit the following practical definition of fluence; the effective fluence of the radiation is
given, in terms of the total energy emitted E, by

E
I , ;-

This definition does not imply that all of the energy is deposited within one waist radius of the
beam axis. In fact, considering the Gaussian distribution of fluence, only 86% of the energy is
found in this region. Rather, our definition is merely a practical scalar measurement of fluence
for the application in the field of dosimetry, though we will find it particularly significant in the
following section.

2.4 Specific Temperature Change and Fluence

We gave an expression for Gaussian intensity in Secton 2.2. Substituting this expression into the
result from Section 2.1 yields a closed-form expression for the power density induced by laser
radiation,

Pd(rrz) = 2aP - -

Assuming no conductive or convective heat transfer, we have the following expression for
specific temperature change:

2 £t E 2&bd -. r U2_-= _ T-

This gives the direct relationship between the effective fluence of the laser radiation and the
resultant temperature change in the material.

3. CONCLUSIONS AND FURTHER RESEARCH

This paper has provided a derivation for the temperature change induced by exposure to a
continuous wave Gaussian laser. It is important to note the assumption of no heat transfer effects
throughout the material. In review, our expression for temperature is significant not only for its
closed form, but also for its explicit linearity in the intensive quantity we defined as effective
fluence.

Due to its lack of applicability, the "no heat transfer" assumption is quite cumbersome.
However, with the source term of the Pennes bioheat equation now identified for our problem,
finding a closed-form solution to this partial differential equation becomes a reasonable subject
of further research. Also interesting is the biological response to a rise in temperature, and its

Proc. of SPIE Vol. 6435 643506-3



effect on the parameters found in the Pennes bioheat equation. Thirdly, the real-world
prevalence of time-dependent power, that is, pulsed radiation, demands its consideration for
modeling in the future.
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